Manual Screen Printing Press

FEATURES

6-color/4-station entry-level press
Simplified off-contact adjustment
provides excellent control
Lightweight, rugged, and exceptionally
affordable

Kruzer is M&R’s newest entry-level manual screen printing press, and it’s
available at an unbelievably affordable price. Built with M&R’s rugged
construction and innovative design, Kruzer includes numerous proven
design features, including tapered-roller-bearing-supported upper and
lower carousels, a precise micro-registration system, machined center
shaft, and three-point pallet leveling system. Kruzer’s unique lever-
adjusted off-contact system operates vertically, eliminating the need
for a separate angle adjustment. Kruzer is offered in a 6-color/4-station
model, and it's designed to fit through a 78 cm (31") doorway when
disassembled. Side screen holders and solid aluminum, low-profile,
rubber-coated pallets are standard.

M&R'’s System Integration design allows M&R’s Kruzer manual press

to integrate seamlessly with M&R’s easy-to-use Tri-Loc Registration
Systems, the industry’s most efficient way to set up and register screens
on both manual and automatic screen printing presses. Kruzer’s
maximum screen width—58 cm (23")—also fits most automatic
presses. Kruzer delivers unprecedented quality, performance, and

value in a manual screen printing press. It's ideal for startup shops
and for small and mid-size automatic shops in need of an exceptionally
affordable high-quality manual press for sampling and small runs.
Kruzer ships disassembled and boxed for onsite assembly, but can be
ordered fully assembled and crated (additional charges apply).

M&R is the world’s largest manufacturer of screen printing
equipment, and the online M&R Store features a wide variety of
genuine M&R OEM parts and screen printing supplies. M&R makes
the world’s best sampling and production manual screen printing
press, the world’s fastest automatic screen printing press, and

the press that reinvented oval screen printing. M&R also created
the most innovative athletic numbering press and enough other
automatic and manual screen printing presses to serve virtually
any need. All equipment from The M&R Companies is built with
M&R's unsurpassed attention to detail and commitment to quality,
durability, innovation, and design excellence, and is backed by M&R’s
unparalleled 24-hour access to service, support, and premium parts.

www.mrprint.com

store.mrprint.com



—STANDARD FEATURES

—OPTIONS

—SPECIFICATIONS
L kwes

KRUZER

DESIGN & CONSTRUCTION
e Designed & disassembled to fit through a 78 cm
(31") doorway

© Heavy-duty tapered roller bearings

© Machine-tooled and polished center shaft
PALLET SYSTEM

e Precise three-point pallet leveling system
 Solid-aluminum, low-profile, rubber-coated pallets

e Standard sizes are interchangeable with M&R
automatic presses

o Tool-free quick release pallet locks
REGISTRATION

© Compatible with M&R’s Tri-Loc® Rapid Registration
System

© Hardened steel roller registration bearings provide
excellent performance and durability

o Lever-adjusted off-contact system
e Micro-registration with zero set point guides
 V-Guide locator system

SCREEN CLAMPS & HOLDERS
© Accommodate most frame types and manage
screen sizes up to 58 cm (23") wide

o Side clamps are fully adjustable, simplify roller
frame use, and accommodate a wide range of
screen sizes

SPRING TENSION SYSTEM

e Enclosed spring system accommodates a wide
variety of screen types, sizes, and weights

WARRANTY, SERVICE & SUPPORT

© 24-hour hotline is staffed 365 days a year

 Access to M&R’s Training Center

e Parts & supplies are available online at
store.mrprint.com

© Two-year limited warranty

Convenient lever-actuated off-contact adjustment

JACKET HOLD-DOWN PALLET

o Allows the printing of lined jackets, reversible/
double layer mesh-type jerseys, and other multi-
layer garments

PALLETS
* M&R offers a wide range of sizes and styles

Colors/Stations 6/4

Diameter " 243 cm (8"

Maximum Screen Width 58 cm (23")

Shipping Weight 2 204 kg (450 Ib)
Standard Pallet Size 38 x4l cm (15" x 16")

! Diameter includes 61 cm (24") long screens. Diameter without screens is 224 cm (7' 4")
2Ships disassembled and boxed but can be ordered fully assembled and crated (additional charges apply)
3 Assembled shipping weight is 327 kg (720 Ib)
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